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THIS DOCUMENT CONTAINS PROPRIETARY INFORMATION OF AIDIN ROBOTICS INC. EXCEPT AS AUTHORIZED BY AIDIN ROBOTICS INC.
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| Index Unit Value H|2
< / \ Operating Voltage vDC =
le'o] \
Max. safte excitation volatage  WVDC 12
) - o
Mominal force range M 30
Force resolution miM 6
O Dimension mim 25.89(L) x 16(W) x15.7{H)
= N
Sampling rate Hz 100
¥
Interfaces - CAM
2x M2V 1.8 .
. « - Cable pin out
- For user: CAN_H / CAN_L /VCC / GND (4pin) Wire - CAM_H / CAMN_L /VWCC /GND
-2:5V:red Connector - Open-end wire 4 pin
-3 : CAN_H : blue
-4 : CAN_L : green Number of sensing cells Cells 7
-5 : GND : black
15 -6:NC Data size byte 24
Data output (No. of ID) - 3 CAN
TOLERENCES UNLESS NO NAME SPECIFICATION MATERIAL |[Q'TY | SET FINISH
OTHERWISE SPECIFIED
SURFACE SIZE (mm) f DRAWN BY CHECKED BY APPROVED BY CREATED MODIFIED @ 5 11
05~6 +0.05 —
g 6~ 30 +0.1 _02- -02-
V  Ra2s 30 ~ 120 *0.15 2026-02-25 2026-02-25 3RD ANGLE PROJECTION mm
VYV Ra63 | 120~400 +0.2
e s AIDIN ROBOTICS Tactile_sensor_Assembly
NO DATE CONTENT | Rev.BY | cHECKEDBY | o
1 2 3 5 ‘ 6 7 ‘ 8 A3 (420 x 297)
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